Scoring PTCA

Ordering Information Wedge SC

Balloon Balloon Length/Product Code

1.5mm 812-1505 812-1508 812-1510 812-1512 812-1515 812-1520 812-1525 812-1530

812-2005 812-2008 812-2010 812-2012 812-2015 812-2020 812-2025 812-2030

2.5mm 812-2505 812-2508 812-2510 812-2512 812-2515 812-2520 812-2525 812-2530

3.0mm 812-3005 812-3008 812-3010 812-3012 812-3015 812-3020 812-3025 812-3030

3.5mm 812-3505 812-3508 812-3510 812-3512 812-3515 812-3520 812-3525 812-3530

4.0mm 812-4005 812-4008 812-4010 812-4012 812-4015 812-4020 812-4025 812-4030
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BrosMed Medical Co., Ltd. BrosMed Medical B.V. (International Sales Office)
15th Building, SMEs Venture Park SongShan Lake Hi—Tech Industrial Magr. Buckxstraat 8, 6134 AP Sittard, The Netherlands
Development Zone Dongguan 523808, GuangDong, China Tel: + 31850 140 901

Tel: +86 (769)22892018 E-mail: cs@brosmed.com

E-mail: sales@brosmed.com Web: www.brosmed.com
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World Smallest Scoring

Balloon Available (1.5mm)

CROSS IS THE KEY
FOR SCORING PTCA




Performance Use

( h
ngg.gezmgm COMPLIANCE TABLE: 1.5-4.0mm

PRESSURE (ATM) 1.5mm 1.75mm 2.0mm 2.25mm2.5mm 2.75mm 3.0mm 3.25mm 3.5mm 3.75mm 4.0 mm
2 140 1.65 1.87 215 236 260 282 3.05 330 352 3.78
4 145 170 194 220 245 267 291 3.15 340 3.63 3.90
6 NOM 1,500 1.75 2.000 225 2,50 2.75 3.000 3.25 3.50° 3.75 4.00
8 155 1.80 205 235 257 285 310 335 3.63 3.87 4.13
10 1.60 185 211 240 264 295 3.18 345 3.74 3.99 4.25
12 165 190 219 250 271 3.00 3.27 3.55 3.85 4.11 435
14 RBP 15700 17950 2;250 2,557 2.80° 3:05°3.35°3.65 395" 4,22 4,45
16 1.75 2.00 232 260 285 3.15 345 3.75 4.05 435 4.58
18 1.80 2.05 238 268 293 325 355 3.85 415 446 4.68

The nominal in vitro device specifications do not take into account any lesion resistance. Do not exceed RBP.
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Scoring PTCA

Technical Specification

Catheter Type

Balloon Diameters
Balloon Lengths
Nominal Pressure
Rated Burst Pressure
Average Burst Pressure

Compliance

External Wire OD

Tip length

Balloon Crossing Profile

Distal shaft OD

Proximal shaft OD

Guide wire Compatibility
Guiding Catheter Compatibility

Shaft Length

Coating

Rx; Single Wire Scoring Balloon
15,1.75,2.0, 2.25, 25, 2.75, 3.0, 3.25, 3.5, 3.75,4.0mm
5, 8,10, 12,15, 20, 25, 30mm

6 atm

14 atm

20 atm

Semi-compliant

0.011”

10mm

0.0285” (@1.5mm)  0.0315” (@#3.0mm)
3.0F

2.0F

Max. 0.014”

5F compatible [ID>0.056"]

140cm

Hydrophilic overall of catheter surface
Silicone coating for guide wire lumen




